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Wheel
measurement

8-2

How to measure minimum dual spacing

Minimum dual spacing measurement is determined by the tire manufacturer and may be obtained 
from the tire manufacturer's handbook. To determine if the Alcoa aluminum dual wheel assembly 
has adequate minimum dual spacing for the selected tires, double the wheel outset measurement of the 
Alcoa wheel used. If the doubled outset measurement is equal to or greater than the tire manufacturer's 
recommendation, there will be sufficient minimum dual spacing. Wheel inset and outset is given for 
each Alcoa wheel on pages 2 and 3. Both inset and outset wheels are measured from the mounting 
surface of the wheel to the center line of the rim. Maintaining proper tire inflation and load ratings are 
essential to maintaining proper minimum dual spacing.
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Inch Fraction,
Decimal and
Millimeter
Equivalents 
Chart
(Up to 1 inch)
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9   Conversion Tables
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Conversion
Factors

9-2

Inches to Millimeters

	 Inches 	 x	 25.4 	 = 	 Millimeters

Millimeters to Inches

	 Millimeters 	 x	 0.03937 	 = 	 Inches

PSI to kPa

	 PSI	 x	 6.8948	 =	 kPa

kPa to PSI

	 kPa	 x	 0.145	 =	 PSI

Pounds to Kilograms

	 Pounds	 x	 0.4536	 =	 kg

Kilograms to Pounds

	 kg	 x	 2.2046	 =	 Pounds

Foot-pounds to Newton Meters

	 Ft-lbs	 x	 1.35582	 = 	 N-m

Newton Meters to Foot-pounds

	 N-m	 x	 .737561	 =	 Ft-lbs
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